TO FIRE DEPT CONNECTION.
SIZE, TYPE AND LOCATION
AS SHOWN ON CONSTRUCTION

BRASS PLUGS (TYP) DRAWINGS
POST INDICATOR VALVE,
LOCATE AS SHOWN ON
CONSTRUCTION DRAWINGS R S AT A
CHECK VALVE '
(FL x FL)

PRIVATE

GATE VALVE
(FL x FL)

TEE (MJ x FL)

SHACKLE OR RESTRAIN
FROM BACKFLOW PREVENTOR
TO DEADMAN, TEE OR BEND

STATE APPROVED DOUBLE CHECK
BACKFLOW PREVENTOR (TYPICAL)

SHACKLE BACKFLOW PREVENTOR
TO FIRE DEPARTMENT CONNECTION TEE

NOTES:

1. BACKFLOW PREVENTOR SHALL BE LOCATED WITHIN THE BUILDING OR WITHIN A VAULT.
THE CONSTRUCTION DRAWINGS SHALL SHOW THE LOCATION OF THE BACKFLOW PREVENTOR
AND ALL ASSOCIATED FIRE SPRINKLER PIPING INCLUDING POST INDICATOR VALVES AND FIRE
DEPARTMENT CONNECTIONS.

2. VAULT DRAIN SHALL BE CONNECTED TO STORM SEWER AS SHOWN ON THE PROJECT DRAWINGS.
IF 2% SLOPE ON THE DRAIN IS NOT FEASIBLE A SUMP PUMP SHALL BE REQUIRED.

3. VAULT SHALL BE SIZED BY THE PROJECT ENGINEER AND SIZE SHALL BE SHOWN ON THE PROJECT
DRAWINGS. VAULT SIZE SHALL BE DETERMINED CONSIDERING SIZE OF BACKFLOW PREVENTOR,
MINIMUM CLEARANCES REQUIRED BY THE AWWA CROSS CONNECTION CONTROL MANUAL AND
THE FIRE DEPARTMENT CONNECTION.

4. ACCESS DOOR SHALL BE SIZED BY THE PROJECT ENGINEER AND SIZE SHALL BE SHOWN ON THE
PROJECT DRAWINGS. DOOR SIZE SHALL BE DETERMINED CONSIDERING THE SIZE OF THE
EQUIPMENT IN VAULT.
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